CONTIPOL HD50100B

High Density Polyethylene
Property ASTM®) Typical Values (2
High Load Melt Index™ D 1238 10.0 g/10 min
Density D792 0.952 glem®

METRIC UNITS ENGLISH UNITS

Molded Plaque Properties
Yield Strength D 633 25 MPa 3,600 psi
Elongation D638 820 % 820 %
Flexural Modulus D 790 1,280 MPa 185,600 psi
Tensile Impact D1822 32 Jlem?® 152 ft-bfin®
Low Temperature Brittlenass Paoint D 746 <-70 °C <-94 °F
ESCR, (Fsg) ® D1693 >1000 h
ESCR, (Fs) B D1693 >1000 h
lzod Impact ) 3.9 Jiem 7 ftlbfin

{1) Properties designated have been determined using methods which are in accordance with, or substantially in accordance with,
the specified testing standards.

{2) Typical Values represent average laboratory values and are intended as guides only, not as specifications.

(3) Condition 1890°C/21.6 kg.

{4} Envirenmental stress crack resistance, Condition A, 100% Igepal.

{5) Environmental stress crack resistance, Condition B, 100% Igepal.

{8) 3.2 mm (0.125 in) thick specimen.
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Density 0.952

Features

- High molecular weight
HDPE

- Excellent ESCR

- Impact strength

- High rigidity

- Good processability

Additives
- Process stabilizer

Applications

- General large-part blow
molding

- Trash cans

- Drums

- Jerry cans

- Fuel tanks

- Corrugated land
drainage pipe
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